18" (MIN)

(CONFORM _TO LOCAL
REQUIREMENTS)

-6 ®
CONCRETE VALVE
BOX PAD
~ L

SEE VALVE BOX
INSTALLATION DETAIL \

WRAP VALVE TO BOTTOM OF
OPERATING NUT IN POLYETHYLENE
ENCASEMENT AND SECURE

WATER MAIN

CONCRETE BEARING PAD,
SUPPORT TO UNDISTURBED
EARTH AS REQUIRED

WATER MAIN

THRUST BLOCK

RESTRAINED MECHANICAL JOINTS
(FROM MAIN TO HYDRANT)

ROD HYDRANT TO VALVE,

USE §” ALL CAD PLATED

NOTES: THREADED ROD AND LUGS.

1. ALL HYDRANTS SHALL STAND
PLUMB AND SHALL HAVE THE
PUMPER NOZZLE FACING THE
CURB.

2. HYDRANT BONNETS SHALL BE
PAINTED TO INDICATE
AVAILABLE FIRE FLOW IN
ACCORDANCE WITH AMERICAN
WATER SPECIFICATIONS.

3. IF HYDRANT LATERAL IS NOT
RESTRAINED, CONTRACTOR
SHALL PROVIDE A THRUST
BLOCK BEHIND HYDRANT SHOE.

4. RESTRAIN ALL JOINTS ON

| CURB  FINISHED GRADE

o
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o
i
5
E 2'-0" SQ. x 2'-0" DEEP DRAINAGE
a PIT LINED AND COVERED WITH
E GEOTEXTILE FABRIC
= 127 127
2
o //— 3/4” CLEAN GRANULAR FILL
(%))
<<
Tl e

APPROXIMATE LOCATION

OF DRAIN PORT

MAX LEAD LENGTH 85

SECTION A-—-A

x BOTTOM OF DITCH

PROVIDE ADEQUATE SUPPORT TO PREVENT
SETTLING OF FIRE HYDRANT

RESTRAINED MECHANICAL JOINT
(TYP.)

HYDRANT TEE

DA AR BRI
ANCHOR OR @Q%;@ b @%07@ 0
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12"
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12"

FIRE HYDRANT

REVISIONS

6/13 — MSG EDITS
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AMERICAN WATER MILITARY SERVICES GROUP
CIVIL

FIRE HYDRANT
DETAIL

HYDRANT TEE, HYDRANT VALVE,
AND HYDRANT LEAD.

5.  AMERICAN WATER RESERVES
THE RIGHT TO WAIVE STRICT
COMPLIANCE WITH THIS DETAIL
IN THE EVENT THAT FIELD
CONDITIONS OR O&M WORK
REQUIRE A WAIVER.

AMERICAN WATER MILITARY SERVICES GROUP
CAMDEN, NJ 08102
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