TOP OF PUMP STATION
e HATCH
|

< e f 3/8” S.S. CONCRETE
&y ANCHOR (2) REQUIRED

4" X 2-1/2" X 1/4"
S.S. ANGLE 1'-8” LG

S.S. CLEVIS, (4)
REQUIRED

BRAIDED S.S. CABLE
STAY (4) REQUIRED

3/8” S.S. EYE BOLT,| WASHER AND —
NUTS, (4) LOCATIONS

TO S.S. JUNCTION
BOX

FLOAT WIRE

TYPICAL FLOAT HANGER BRACKET DETAIL

TOP OF PUMP STATION

HATCH
| \
3/8™ S.S. EYE BOLT (2) REQUIRED
S.S. CLEVIS

|
—|° CONCRETE ANCHOR PLUG

4 4 o )
1/4” PRLF coiL

S.S. CHAIN TO PUMP

TYPICAL PUMP LIFT CHAIN ANCHOR DETAIL

GOOSENECK VENT
S.S. SCREEN
4™ (MIN.) S.S PIPE \

ANCHOR COLLAR 12" MIN

S.S. RISER CLAMP, 3/8” S.S. ALL —
THREAD, NUTS, WASHERS, AND

/— TOP OF PUMP STATION
SEAL OPENING WITH NON-SHRINK GROUT — ' :
CONCRETE ANCHOR PLUGS !

TYPICAL PUMP STATION VENT DETAIL
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