(SEE NOTE 1)

POLYPROPYLENE LADDER RUNGS —

4’'—0" MIN.

12” 0.C. MAX., WHERE PERMITTED

EXTERIOR WATERPROOF /

COATING

CONCRETE BENCH AND —
CHANNEL (SEE NOTE 3)

,— GAP TO BE FILLED WITH
NON-SHRINK GROUT

— EXISTING SANITARY
SEWER

BUTYL SEALANT TAPE ASTM
DESIGNATION C-990

|

STEEL TO BE GRADE 60
#6 RE—BAR 8” 0.C.E.W.

REINFORCED CONCRETE SLAB TO BE
4000 PSI IN ACCORDANCE WITH ASTM
DESIGNATION C-478

6” THICK MIN., 3/4”"
WASHED STONE BASE

MANHOLE INTERIOR

NON—SHRINK GROUT \

/_

MANHOLE EXTERIOR

POLYURETHANE EXTRUDABLE
SWELLING WATERSTOP

EXISTING SANITARY
SEWER

REINFORCED CONCRETE

CONCRETE BENCH AND —/

SLAB 4000 PSI

/_

CHANNEL (SEE NOTE 3)

SECTION A-A

DOGHOUSE MANHOLE

OTES:

SEE PRECAST STANDARD MANHOLE DETAIL FOR TYPICAL INSTALLATION.

PRECAST MANHOLE SECTIONS TO BE IN ACCORDANCE WITH ASTM DESIGNATION C478.
SOLID CONCRETE BENCH AND CHANNEL TO BE CONSTRUCTED BY CONTRACTOR.
EXTERIOR COATING NOT REQUIRED IN TEXAS..
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