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TEST STATION CONNECTIONS

TOP FLUSH WITH GRADE (SEE DWG. No. 0201-0601-SD24)

FINISHED GRADE
LKLLKLLgkxd —I! | LRI
2 - {__l \ _
AL LEAD WRES SHALL BE I ES (LOCKING LI REQUIRED
- = IF TEST STATION IS
INSULATED COPPER CABLES. 1 IN TRAFFIC)
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12 SOLID COPPER AWG
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INSULATED COUPLING ¥
(INSULATED FLANGE ADAPTER, PTFE POLYMER COATED
OR APPROVED EQUAL) BOLTS (EX. XYLAN, BLACK WIRE
FLUOROKOTE #1) W
> INSULATED FLANGE ADAPTER CONSISTS INSULATED SLé‘E\)/ES/
OF A D.l. FLANGED JOINT AND A FLANGE
INSULATION KIT WHICH INCLUDES: GASKET
— ONE 1/8” THICK STEEL WASHER FOR EACH BOLT
— ONE INSULATING WASHER FOR EACH BOLT PRE—PACKAGED
— ONE FULL LENGTH INSULATING SLEEVE FOR SACRIFICIAL MG THOROUGHLY
EACH BOLT - ANODE BAG
— ONE TYPE "E” PSI LINEBACKER™ GASKET, (32 b IMCO AMP SOAK
PHENOLIC RETAINER/NITRILE SEALING ELEMENT PAK OR EQUIVALENT ANODE BAG
— PTFE POLYMER COATED BOLTS (EX. XYLAN, REMOVE PAPER COVER WITH WATER
FLUOROKOTE #1) BEFORE INSTALLATION) s ERENG
PREFERRED METHOD TO CROSS ANY IMPRESSED CURRENT AREA IS TO INSTALL
APPROPRIATE CLASS OF PVC PIPE.
INSTALLATION OF CATHODIC PROTECTION SYSTEM SHALL BE DONE IN CONSULTATION WITH
AGENCY OPERATING IMPRESSED CURRENT AREA.
DOUBLE POLYWRAP PIPE WITH BONDED JOINTS PLUS ONE PIPE LENGTH ON UNBONDED
SIDE.
CONTRACTOR SHALL CONDUCT TESTS OF SOIL RESISTIVITY AND RESISTANCE BETWEEN
WIRES WITH COMPLETION OF WIRING NOTING DATE AND TIME OF TEST, REPORTING ALL
RESULTS TO ENGINEER.
BACKFILL ALL BONDED MAINS AND ONE FULL LENGTH OF PIPE ON UNBONDED SIDES WITH
3/4” MINUS GRAVEL FROM 6” BELOW BOTTOM OF PIPE TO 12” ABOVE TOP OF PIPE.
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